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KEEPS LARGE LAWNS WELL-MOWN
TECHNICAL CHARACTERISTICS

PROPULSION : two 45 cm (18 in) diameter driving wheels (non-skid tyres) pow-
ered by 24 Volts brushless DC motors.

STEERING : Controlled by wheel speed difference.

WORKING SPEED : 1 m/s (2,2 mph) on level open ground, speed reduced to
0.3 m/s (0,7mph) when the integrated SONAR detects obstacles around
which the machine automatically steers.

CUTTING SYSTEM : five floating heads each fitted with retractable blades pow-
ered by a brushless 24 Volts DC motors at 3,500 RPM. Self-cleaning cen-
tifrugal clippings dispersal system.

BODYWORK : thermally moulded green tinted body resistant to ultraviolet rays.

SAFETY : stop and reverse is ensured by a touch sensor and bumper impact
sensor, when the mower encounters obstacles.

POWER : NiCd 24 Volt batteries with a capacity of 15 Ah.

SIZE : Length 120 cm (48 in)- Width 130 cm (52 in) - Height 50 cm (20 in).

CUTTING WIDTH : 105 cm (42 in)

MAXIMUM SLOPE : 30%

WEIGHT : complete with one set of NiCd batteries = 43 Kg (95 lbs).

RECHARGING STATION : includes a 30 Volts AC charger, very low Voltage
(0.5 Volt) supply of the perimeter wire (50 millamps) and the operating light
signal. It has to be connected to a standard supply source of 220 Volts (US:
110 Volts) by a 1.5 mm2 section wire, protected by a circuit breaker in ac-
cordance with standards in use.

OVERALL CONSUMPTION OF THE EQUIPMENT :
comparable to a household fridge
- 200 kWh a year in normal use
- 750 kWh a year in intensive use (very large lawns)

PERMANENT MAINTENANCE MOWING CAPACITY : with a set of NiCd bat-
teries 20,000 m2 (4,5 acres) (*).

MOWING HEIGHT : adjustable from 22 to 95 mm (0,8 to 3 ¾ in) through a 12
position control rod.

(*) the figure depends on the quality of the land, its shape and the number of
obstacles. Given the rapid evolution of technologies, Belrobotics s.a. reserves
the right to modify the technical specifications at its discretion.
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TEKNISKA EGENSKAPER

DRIVNING: två drivhjul med 45 cm diameter (slirningsfria däck) som drivs med 
24V borstlösa DC-motorer.

HASTIGHET OCH STYRNING: 1 m/s på jämn, öppen mark, hastigheten reduc-
eras till 0,3 m/s när den integrerade SONAREN upptäcker hinder som maskinen 
automatiskt styr runt. Styrs med variabel hjulhastighet.

KLIPPSYSTEM: fem flytande huvuden som vart och ett är försett med indragbara 
knivar, drivna av en borstlös 24V DC-motor vid 3 500 varv/min. Självrengörande, 
utslungande spridningssystem för gräsklipp.

KARROSSERI: termiskt formgjuten grönfärgad kaross, motståndskraftig mot ul-
travioletta strålar.

SÄKERHET: stopp och back säkerställs via en sensor för vidrörning och en stöt-
dämpningssensor som känner av när gräsklipparen stöter emot ett hinder.

STRÖM: NiCd 24V batterier med en kapacitet om 15 Ah.

STORLEK: Längd 120 cm – bredd 130 cm – höjd 50 cm.

KLIPPBREDD: 105 cm
MAXIMAL SLUTTNING: 30 %
VIKT: komplett med en uppsättning NiCd-batterier = 43 kg
LADDSTATION: inkluderar en 30V AC-laddare, mycket låg spänning (0,5 volt) 
för kantkabeln (50 milliampere) och kontrollampa för drift. Den måste anslutas till 
ett vanligt eluttag med 220V genom en 1,5 mm2 kabel, skyddad via ett överspän-
ningsskydd i enlighet med gällande standarder.
ELFÖRBRUKNING FÖR UTRUSTNINGEN:
jämförbar med ett vanligt kylskåp
- 200 kWh per år vid normal användning
- 750 kWh per år vid intensiv användning (mycket stora gräsmattor)
KLIPPKAPACITET VID KONTINUERLIGT UNDERHÅLL: för en uppsättning 
NiCd-batterier är kapaciteten 20.000 m2 (*)
KLIPPHÖJD: justerbar från 22 till 95 mm genom en reglagespak med 12 lägen.
(*) detta värde beror på gräsmattans kvalitet, dess utformning och antalet hinder. 
Med anledning av den snabba tekniska utvecklingen, förbehåller sig Belrobotics 
s.a. rätten att ändra de tekniska specifikationerna enligt eget gottfinnande.
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